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Technical

Installation Guide Continued
 Cut central cover to length to fi t exactly between the exposed 
frontplates of accessories. At coupling positions leave 
expansion gaps by cutting the central cover to the same 
length as the trunking base.

 Secure centre covers to the main base with the screws 
provided every 500mm max, top and bottom and within 
150mm of accessories and fi ttings.

 At the junction of two adjacent lengths of trunking busbar 
plug in the coupler to maintain electrical continuity. It is fi tted 
over a protector in the coupler carrier.

 Data / Telecoms Devices – Secure enclosure box
 over centre compartment with screws supplied.

 Run cabling into enclosure and terminate onto outlet
 on frontplate. Secure front cover to enclosure box
 with screws provided.

 Internal and external corners – Connect the lengths
 of busbar using the cable link assembly (1919) and

  secure trunking using the screws provided.
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Skirting and Dado Trunking System
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17  Moulded corner and coupler shields should be fi tted before 
fi tting any covers. They are secured by the central covers 
overlapping each side of the component and do not require 
additional fi xing.

 Powerlink Plus Sockets – Plug the socket onto the busbars 
in the required region ensuring that the socket clips fully 
locate fi rmly on to their corresponding busbars. Secure with 
screws provided. Note – do not tamper with busbar clips.

  Plug on connection units – Connect the load conductors 
which are either routed through the centre compartment of 
the trunking or enter through the fl ex outlet. Plug connection 
unit onto busbar where required and secure as described 
above.

 Outer Covers – For central covers and end cap   
 retainers, leave a gap of 8-10mm and snap fi t onto

  trunking. 

 Snap fi t end caps then other trims after fi tting all central 
 and outer covers.18
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